hant) HONDA® engine and a reliable AAA® pump.
DM also includes an external unloader with a
ich provides industrial durability for extended
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STEEL LIFTING POINTS HONDA® GX270 ENGINE PART# 65203

For quick crane lifting and With a low engine shut down

reinforced welded design feature

with solid wheel axle for PRESSURE RATING: 4000 PSI

easy forklift transfer

FLOW RATING: 3.5 GPM

ENGINE: HONDA® GX270 LOWO OIL
SHUTDOWN

PUMP | DRIVE: AAA® Industrial Triplex | Direct

HOSE: 3/8" x 50' QC, Monster

TIRES: 10" Premium Pneumatic

DIMENSIONS: L 38" x W 27.5" x H 33"

WEIGHT: 165 Ibs.

LIMITED PRODUCT WARRANTIES

AAA® TRIPLEX 10" PREMIUM 3 YEAR 5 YEAR | |10 YEAR
PUMP PNEUMATIC TIRES
Built with external For increased mobility
unloader with across various terrains | WARRANTY | | WARRANTY | | WARRANTY

bypass hose
provides durability

POWERED b
for extended pump r

=mUSA HONDA

OFFOREIGN AND DOMESTIC COMPONENTS |

NOT FOR SALE IN CALIFORNIA

FOR MORE INFORMATION, PLEASE CONTACT A SIMPSON SALES REPRESENTATIVE AT 847-348-1500 OR EMAIL SALES@FNA-GROUP.COM




